
PRB010PRB008 PRB020 PRB030 PRB040 PRB050 PRB060 PRB90 PRB130 PRB170 PRB200 PRB250 PRB300 PRB400 PRB500 PRB700

Blow frequency

Impact energy 2)

Working weight 1)

Required oil flow

Operating pressure

Tool shank diameter

Applicable carrier weight

Low speed mode

High speed mode

Low speed mode

High speed mode

kg

lpm

bar

bpm

bpm

joule

joule

mm

tonne

ITEMS

1)  Total weight including standard tool, standard mounting adapter and 

spacers but excluding hydraulic hoses, fittings and mounting pins.

2) Measured in accordance with the certified test procedure which complies 

    with the AEM (formerly CIMA) tool energy rating for hydraulic breakers.

* Materials and specifications are subject to change without prior notice.

123

15 - 25

100 - 130

700 - 1,200

180

45

0.7 - 2.5

75

12 - 13

100 - 130

750 - 1,300

110

42

0.7 - 1.2

123

20 - 35

100 - 130

700 - 1,200

200

45

1.0 - 3.5

149

20 - 35

100 - 130

550 - 1,000

300

50

1.5 - 4.5

209

30 - 50

110 - 140

550 - 1,000

450

58

2.5 - 6.0

294

35 - 65

130 - 170

550 - 1,000

700

68

3.5 - 8.0

424

45 - 90

130 - 170

520 - 1,000

1,000

80

5 - 11

537

60 - 110

140 - 180

500 - 1,000

1,350

93

7 - 15

974

80 - 140

140 - 180

380 - 700

550 - 850

2,500

2,150

105

12 - 20

1,270

110 - 170

160 - 180

350 - 600

500 - 750

2,800

2,200

117

14 - 24

1,564

100 - 150

160 - 180

340 - 550

440 - 700

3,500

2,800

125

16 - 25

1,662

130 - 180

160 - 180

330 - 500

430 - 650

4,300

3,200

135

20 - 30

2,492

170 - 240

165 - 185

310 - 490

400 - 680

6,100

4,200

150

26 - 35

3,100

200 - 280

165 - 185

330 ~ 450

420 ~ 600 

7,600

6,000

165

32 - 45

4,200

230 - 330

165 - 185

250 - 370

350 - 500

10,400

7,900

180

40 - 70

6,700

320 - 420

165 - 185

280 - 370

370 - 480

13,000

10,000

205

60 - 110

54  

Prime series 

BA


