[image: ]
[image: ]
STANDARD EQUIPMENT
Engine
Low emission, water-cooled, Volvo 3-cylinder diesel engine, meeting EPA Tier
4 environmental regulations.
Engine restart prevention system. Starter motor is protected against ignition
when engine is already running.
Dry-type single element air filter.
Plastic fuel tank with drain plug.
Protective strainer on the fuel succion pipe inside the tank.
Water separator.
Translucent fuel filter.
Electric/Electronic control system
Maintenance free battery.
IP67 protected electrical system and high quality connectors.
Protected battery cut-off switch.
In-cab 12V power socket.
Drivetrain
Axial piston hydraulic motors equipped with an epicyclic reduction gears.
Automatic two speed travel.
Bottom flanged rollers lubricated for life.
Grease tensioning wheel lubricated for life.
Swing system
Radial piston hydraulic motor with direct engagement on the ball internal
crown wheel (no reduction gears).
Integrated shockless valve.
Automatic multi-disc spring applied hydraulic released slew brake.
Centralized and remote lubrication of crown wheel & ball bearing.
Undercarriage
“X” shape, box welded fabricated frame with sloping side members.
2 Tie-down points on the dozer blade.
2 Tie-down points on the frame
2 lifting points on the frame.
Sturdy removeable protecting covers for track motors and slew system.
400HB weld-on edge on dozer blade.
Hydraulic system
Plastic tank with drain plug.
Variable displacement, load-sensing piston pump.
Closed centre flow-sharing main control valve.
Cushoning on cylinders:
Boom up
Arm out
Large tiltable oil cooler.
Patented filtering and filling element.
Double-acting hydraulic circuit for accessories.
Digging Equipment
Monobloc box weldded fabricated boom.
Boom cylinder rod protection.
Integrated lifting point on the boom.
Monobloc box weldded arms with casted ends.
Long-life steel bushings.
Hardened, pre-lubricated and corrosion resistant pins.
50 hours greasing intervals.
Cab
Certified FOPS level 1 on top (Falling Object Protective Structure).
Certified TOPS (Tip-Over Protective Structure).
Certified ROPS (Roll-Over Protective Structure).
Cushioned operator station.
Large door access.
Large and roomy uncluttered floor.
Gas-strutt assisted front window opening.
Full opening front bay with in-cab storage for the front lower window.
Front windscreen wiper and washer nozzle.
Right hand side sliding window.
Flat toughened glass.
Heating systems with in-cab adjustment of temperature and air flow level.
Multiple adjustable air vents.
Filtered air inlet.
Toolbox with integrated storage for operator's manual and lockeable door.
Cab inside light.
Seat-belt with warning indicator.
Right rear-view mirror.
Two working lights on top front.
Cup holder.
Phone holder.
STANDARD EQUIPMENT
Canopy
Certified FOPS level 1 on top (Falling Objects Protective Structure).
Certified TOPS (Tip-Over Protective Structure).
Certified ROPS (Roll-Over Protective Structure).
Cushionned operator station.
Large and roomy uncluttered floor.
Left hand-rail access.
Seat-belt with warning indicator.
Right rear-view mirror.
One working light on the top front.
Toolbox with integrated storage for operator's manual and lockeable door.
Phone holder.
Machine controls
Finger tip control for boom offset.
Finger tip control for auxiliary circuit.
Breaker toggle switch on right joystick.

Automatic locking device for pilot controls and travel levers when the left
console is raised.
Engine starting safety device: the left console must be raised to operate the starter.
Pressure accumulator to lower the equipment on the ground when the engine
is switched off.
High torque / automatic two speed change over switch on the dashboard.
High speed toggle switch on the dozer blade lever.
Large travel pedals.
Instrumentation and monitoring
Permanent digital hour meter.
Water temperature and fuel level gauges.
Warning lights for hydraulic filter and air filter restriction.
Self-acting emergency engine shutdown. Prevents failures in case of coolant
overheating or too low engine oil pressure.
Several warning lights, coupled to an audible signal, in the event of malfunction
(overheating, drop in oil pressure, low battery voltage…)
Official approval
Machine conforming to European directive 2006/42/EC.
Noise emissions in the environment conforming to directive 2000/14/EC.
Hand Arm Vibrations - Whole Body Vibrations compliant with directive
2002/44/EC.
Electromagnetic compatibility (EMC) conforming to European directive
2004/108/EC and its amendments.
Object handling device conforming to EN 474-1 and EN 474-5 standards.
FOPS on top level 1 conforming to ISO 10262 standard.
TOPS conforming to ISO 12117 and EN 13531 standards.
ROPS conforming to ISO 3471-1 and / SAE J1040 standards.
OPG 1 conforming to ISO 10262 standard (when equipped).
OPG 2 conforming to ISO 10262 standard (when equipped).
STANDARD AND OPTIONAL EQUIPMENT
• = Standard; ○ = Option
Machine standard and optional equipment may differ depending on local setup.
Engine
Engine auto idling ◦
Engine auto shut-down with time adjustment ◦
Dual stage air filter ◦
Operator environment
Canopy ◦
Cab with heater ◦
Vinyl or textile seat, low backrest and standard seat belt ◦ Vinyl or textile seat, lumbar asjustment, high backrest and retractable
seat belt ◦
High visibility 2" orange seatbelt ◦
3" or 75mm black retracteable seat belt ◦
High visibility orange entrance foot step ◦
Storage box •
Additional lockeable storage box (behind the seat) ◦
ISO / SAE control pattern change ◦
Travel alarm ◦
Radio preparation (cab) •
Radio, AUX, USB, Bluetooth ◦
Anti-theft, code lock ◦
Anti-theft, coded key ◦
Digital hourmeter •
Cupholder (cab only) •
Phone holder •
STANDARD AND OPTIONAL EQUIPMENT
• = Standard; ○ = Option
Machine standard and optional equipment may differ depending on local setup.
Machine exterior
Right rearview mirror •
Left rearview mirror ◦
Protected worklight on the boom ◦
Rear worklight ◦
Rotating beacon, halogen ◦
Warning beacon, flashing LED ◦
Halogen worklights ◦
LED worklights ◦
Additional counterweight ◦
Front canopy guard (OPG1) ◦
Severe-duty guards for cab or canopy (OPG2, front & top) ◦
Several level of paint customisation (RAL specifications) to match
with your corporate identity ◦
Undercarriage
250mm rubber tracks ◦
300mm rubber tracks ◦
Standard dozer blade with 400 HB weld-on edge •
Hydraulic system
Proportional finger tip control for boom offset and accessories ◦
On / Off finger tip control for boom offset and accessories ◦
Accessory flow adjustment ◦
Secondary relief valves for auxiliaries •
Hammer / shear valve ◦
Hydraulic drain for accessories ◦
Breaker and clamshell auxiliaries ◦
Second accessory circuit ◦
Flat face hydaulic quick couplings ◦
Single acting circuit for hydraulic quick couplers ◦
Double acting circuit for hydraulic quick couplers ◦
Boom & arm safety lifting valves with overload indicator ◦
Boom, arm and dozer blade safety lifting valves with overload indicator ◦
Safety valve certification ◦
Mineral hydraulic oil VG46 ◦
Bio hydraulic oil VG46 (PANOLIN®) ◦
Mineral hydraulic oil VG68 ◦
Mineral hydraulic oil VG32 ◦
Bio hydraulic oil VG32 (PANOLIN®)
• = Standard; ○ = Option
Machine standard and optional equipment may differ depending on local setup.
Digging Equipment
Short arm 1 200mm ◦
Long arm 1 500mm ◦
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